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SAFETY

SPECIAL ROPES

ARAMID FIGHTER

» Made of % 100 Kevlar (Flame retardant).
* 300°C working temperature.

* Formed by core and protector cover.

* Excellent hand-grip feature.

* High resistance against abrasion.

» Extremely low stretch.

* No creep under constont loads.

DIA WEIGHT B. STRENGTH
(@) (kg/100 mt) (kgf)
8 5,60 2.100
10 8,75 3.180
1 10,58 4000
12 12,60 4.600
14 17,15 6.200
16 22,40 8.000

Standard Lengths;

* 50 mt

* 100 mt
* 150 mt
* 200 mt

: S

KAYASAFETYUSA.COM

LUPES® SAFETY TWIST

* Made of % 100 High Tenacity Polyester Fibers.
* 3 strands twisted.

* High durability.

« Excellent hand-grip feature.

* High resistance against abrasion.

« Easy to splice.

 Durable.
DIA WEIGHT B. STRENGTH
(9) (kg/100 mt) (kgf)
12 8,88 3.070
14 12,10 4.080
16 15,80 5.290

Standard: TS EN 1SO 1140

Standard Lengths;

* 100 mt
* 200 mt

SN\



FAST ROPE

LOOP TYPES HARNESSES
LANYARDS AND
SHOCK ABSORBERS
CARABINERS
PULLEYS
FAST ROPE-M FAST ROPE-SE ANCHORAGES
DIA WEIGHT B. STRENGTH
ART.NO ASCENDERS
(9) (kg/100 mt) (kgf)
051 032 32 42,00 7.500
051 040 40 60,00 10.000 DESCENDERS
051 044 44* 77,00 12.000
* Dia if not under load: @ : 50 mm
HELMETS
SoSSS
&?232?53 MOBILE FALL
ARRESTERS
RETRACTABLE
FALL ARRESTERS
LUPA® FAST ROPE
Material : High Tenacity Mat Polyamide Fiber RESCUE DEVICES
Construction : 8 Strands Braided
Features : Very Good Abrasion Resistance, High Durability
Max. Elongation at Break: % 59 TRIPOD AND
Density :1,14 kg/dm? CANTILEVER ARMS
Color : Military Green/Desert Sand
Standard : MIL-F-44422
Length :30/60/90/120 Feet Coil STRETCHERS

VERTICAL LIFELINE

HORIZONTAL
LIFELINE

DEFENCE
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VERTICAL LIFELINES

‘f" K_zoz 0 HARNESSES

— VERTICAL LIFELINE WITH INTEGRATED
SHOCK ABSORBER LANYARDS AND
* The system consists of stainless steel top and bottom brackets, SHOCK ABSORBERS
stainless steel wire rope, shock absorber integrated in the top bracket
and a stainless steel wire rope grab fall arrester (sold separately). CARABINERS

* Brackets are designed for ladder rungs but can be easily adapted to
most structures.

* The top mounting bracket incorporates a shock absorber, further PULLEYS
reducing impact force on the worker and the structure.

Recommended for

ANCHORAGES
» Telecommunication towers
* Light poles
» Water towers ASCENDERS
* Hydroelectric towers
* Stacks
* Any other climbable structure DESCENDERS
Length : From 3 mt to desired length
Standard: EN 353-1, RfU CNB/P/11.073 HELMETS

System Components:
* AP-300A Top anchorage bracket MOBILE FALL

ARRESTERS
* AP-300B Bottom anchorage bracket
* FA-50 Shock absorber RETRACTABLE
* FS-40 Turnbuckle FALL ARRESTERS
* FC-30 Rope Guide
* F-5 Rope Grab RESCUE DEVICES
* LL-100 Wire rope
TRIPOD AND
CANTILEVER ARMS
STRETCHERS
ROPES

VERTICAL LIFELINE

HORIZONTAL
LIFELINE

DEFENCE

F-5
WIRE ROPE GRAB (FALL ARRESTER)
* A stainless steel wire rope grab (fall arrester) can be attached or
removed from the cable at any point.
. * It is secured with a compatible carabiner.
* The user is free to climb and descend with full use of the hands.

o * In the event of a fall, the fall arrester will quickly cam on the cable
and arrest the fall.

! |
~ Standard: EN 353-1, RfU CNB/P/11.073
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SAFETY

VERTICAL LIFELINES

KAYASAFETYUSA.COM

K-2020A
VERTICAL LIFELINE WITH EXTENDED
TOP BRACKET (SHOCK ABSORBER INTEGRATED)

* The system consists of stainless steel extended top bracket,
bottom bracket, wire rope, shock absorber integrated in the
extended top bracket and wire rope grab fall arrester (sold
separately).

* Brackets are designed for ladder rungs but can be easily
adapted to most structures.

* Sold as complete system.

System Components

* AP-300I Extended top anchorage bracket
* AP-300B Bottom anchorage bracket

* FA-50 Shock absorber

* FS-40 Turnbuckle

* FC-30 Rope Guide

* F-5 Rope Grab

¢ LL-100 Wire rope

Length :From 3 mt to desired length
Standard: EN 353-1, RfU CNB/P/11.073

F-5

WIRE ROPE GRAB (FALL ARRESTER)

* A stainless steel wire rope grab (fall arrester) can be
attached or removed from the cable at any point.

e It is secured with a compatible carabiner.

* The user is free to climb and descend with full use of the hands.

* In the event of a fall, the fall arrester will quickly cam on the
cable and arrest the fall.

Standard: EN 353-1, RfU CNB/P/11.073



VERTICAL LIFELINES

K_2025 HARNESSES

VERTICAL LIFELINE
* The system consists of stainless steel top and bottom bracket, LANYARDS AND
wire rope and wire rope grab (fall arrester). SHOCK ABSORBERS
* Brackets are designed for ladder rungs but can be easily adapted
to most structures. CARABINERS

* Sold as complete system.

System Components

* AP-300C Top anchorage bracket

* AP-300B Bottom anchorage bracket
* FS-40 Turnbuckle ANCHORAGES
¢ FC-30 Rope Guide
¢ F-5A Rope Grab

e LL-150 Wire rope

PULLEYS

ASCENDERS

Length :From 3 mt to desired length
Standard: EN 353-1, RfU CNB/P/11.073 DESCENDERS

HELMETS

MOBILE FALL
ARRESTERS

RETRACTABLE
FALL ARRESTERS

RESCUE DEVICES

TRIPOD AND
CANTILEVER ARMS

STRETCHERS

ROPES

VERTICAL LIFELINE

HORIZONTAL
LIFELINE

DEFENCE

F-5A

WIRE ROPE GRAB WITH SHOCK ABSORBER

* A stainless steel wire rope grab (fall arrester) can be attached or
removed from the cable at any point.

* Incorporated shock absorber will reduce impact force on the
worker in the event of a fall.

 The user is free to climb and descend with full use of the hands.

Standard: EN 353-1, RfU CNB/P/11.073
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SAFETY

VERTICAL LIFELINES

KAYASAFETYUSA.COM

K-2025A

VERTICAL LIFELINE WITH EXTENDED

TOP BRACKET

* The system consists of stainless steel extended top bracket,
bottom bracket, wire rope and wire rope grab (fall arrester).

* Brackets are designed for lLadder rungs but can be easily
adapted to most structures.

* Sold as complete system.

System Components

* AP-300I Extended top anchorage bracket
* AP-300B Bottom anchorage bracket

* FS-40 Turnbuckle

¢ FC-30 Rope Guide

¢ F-5A Rope Grab

¢ LL-150 Wire rope

Length :From 3 mt to desired length
Standard: EN 353-1, RfU CNB/P/11.073

F-5A

WIRE ROPE GRAB WITH SHOCK ABSORBER

* A stainless steel wire rope grab (fall arrester) can be attached
or removed from the cable at any point.

* Integrated shock absorber will reduce impact force on the
worker in the event of a fall.

« The user is free to climb and descend with full use of the hands.

Standard: EN 353-1, RfU CNB/P/11.073



K-2020 VERTICAL LIFELINE SYSTEM COMPONENTS

HARNESSES
LANYARDS AND
SHOCK ABSORBERS
CARABINERS
PULLEYS
ANCHORAGES
ASCENDERS

AP-300A FA-50 FS-40
DESCENDERS
HELMETS
MOBILE FALL
ARRESTERS
RETRACTABLE
FALL ARRESTERS
RESCUE DEVICES
| TRIPOD AND
CANTILEVER ARMS
STRETCHERS
AP-300B FC-30 LL-100 ROPES
AP_300A FA_50 FS'4O VERTICAL LIFELINE
TOP ANCHORAGE BRACKET SHOCK ABSORBER TURNBUCKLE
« 316 grade stainless steel. « 316 grade stainless steel. « 316 grade stainless steel. E@ESSETAL
Standard: EN 353-1, RfU 11.073 Standard: EN 353-1, RfU 11.073 Standard: EN 353-1, RfU 11.073
DEFENCE

AP-300B FC-30 LL-100

BOTTOM ANCHORAGE BRACKET = ROPE GUIDE LIFELINE
* 316 grade stainless steel. * 316 grade stainless steel. * 316 grade stainless steel.

Standard: EN 3531, RfU 11.073 + Installed ever 10 mt. Standard: EN 3531, RfU 11.073

Standart: EN 353-1, RfU 11.073
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SAFETY

K-2025 VERTICAL LIFELINE SYSTEM COMPONENTS

AP-300C

AP-300B

AP-300C

TOP ANCHORAGE BRACKET

« 316 grade stainless steel.

Standard: EN 353-1, RfU 11.073

AP-300B

BOTTOM ANCHORAGE BRACKET

* 316 grade stainless steel.

Standard: EN 353-1, RfU 11.073

KAYASAFETYUSA.COM

FS-40

FC-30

FS-40
TURNBUCKLE

* 316 grade stainless steel.

Standard: EN 353-1, RfU 11.073

FC-30
ROPE GUIDE

* 316 grade stainless steel.
¢ Installed ever 10 mt.

Standard: EN 353-1, RfU 11.073

jf
|

LL-150

LL-150

LIFELINE

* 316 grade stainless steel.

Standard: EN 353-1, RfU 11.073

F-5A
WIRE ROPE GRAB
* 316 grade stainless steel.

Standard: EN 353-1, RfU 11.073



K-2025A VERTICAL LIFELINE SYSTEM COMPONENTS

HARNESSES

LANYARDS AND
SHOCK ABSORBERS

CARABINERS

PULLEYS

ANCHORAGES

ASCENDERS

DESCENDERS

HELMETS

MOBILE FALL
ARRESTERS

RETRACTABLE
FALL ARRESTERS

RESCUE DEVICES

TRIPOD AND
CANTILEVER ARMS

STRETCHERS

ROPES

VERTICAL LIFELINE

HORIZONTAL
LIFELINE

DEFENCE

AP-300L AP-300I

ROPE EXTENSION EXTENDED TOP BRACKET

« Installed on most ladders. * 304 grade stainless steel.
* Integrated in the top bracket.

Standard: EN 353-1, RfU 11.073
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HORIZONTAL LIFELINE COMPONENTS

HL-S1 SANDWICH PANEL ANCHORAGE PLATE HL-P10 PROFILE HARNESSES
ANCHORAGE PLATE

LANYARDS AND
SHOCK ABSORBERS

CARABINERS

PULLEYS

ANCHORAGES

ASCENDERS

DESCENDERS

HELMETS

HL-D64 CONCRETE ANCHORAGE PLATE HL-T1 BRACKET ROOF

ANCHORAGE PLATE

MOBILE FALL
ARRESTERS

RETRACTABLE
FALL ARRESTERS

RESCUE DEVICES

K-2010

HORIZONTAL LIFELINE
TRIPOD AND

* Allows workers freedom of movement along a horizontal axis while providing a hands-free fall protection. CANTILEVER ARMS
* Recommended to be used together with fall arrest systems and safety harnesses.

* In the event of a fall protection accident, the energy of the fall will be absorbed by the integrated shock absorber. STRETCHERS

« System is made of 316 grade stainless steel.

System Components: ROPES

* ANB-100 Main anchorage bracket.

* ARB-100 Intermediate anchorage bracket.
« SRY-50 Slider. VERTICAL LIFELINE
* EA-200 Shock absorber.
* LL-200 Wire rope.

HORIZONTAL
LIFELINE

Length :From 3 mt to desired length
Standard: EN 795 C

DEFENCE

KAYASAFETYUSA.COM | 69
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SAFETY HORIZONTAL LIFELINE ANCHORAGE PLATES

HL-D 64 HL-K1 HL-K 64

POLE ANCHOR FLAT ANCHOR CONSOLE ANCHOR
Material : Steel Material : Steel Material: Steel
Standard: EN 795 C Standard: EN 795 C Standard: EN 795 C

HL-P 10 HL-S1 HLT1

PROFILE ANCHOR SANDWICH PANEL SEAM ROOF ANCHOR
Material: Stainless Steel Material: Stainless Steel Material: Stainless Steel
Standard: EN 795 C Standard: EN 795 C Standard: EN 795 C

KAYASAFETYUSA.COM



HORIZONTAL LIFELINE COMPONENTS

HARNESSES
LANYARDS AND
SHOCK ABSORBERS
CARABINERS
: l PULLEYS
/ *l ANCHORAGES
ANB-100 EA-200 ASCENDERS
MAIN ANCHORAGE BRACKET SHOCK ABSORBER
DESCENDERS
HELMETS
MOBILE FALL
ARRESTERS
RETRACTABLE
FALL ARRESTERS
RESCUE DEVICES
ARB-100
INTERMEDIATE ANCHORAGE LL-200
BRACKET LIFELINE R e A
STRETCHERS
SRY-50 ANB-100 EA-200
SLIDER MAIN ANCHORAGE BRACKET SHOCK ABSORBER copEs
* Slider allows you to effortlessly * 316 grade stainless steel. * Installed 1 pcs in a system.
move along the horizontal wire rope « Easy installation. + Limits the fall arrest force in a fall
and through all anchorage points, « Long lasting. situation. VERTICAL LIFELINE

including curves, corners, and ridge

tops without ever needing to Standard: EN 795 C Standard: EN 795 C
disconnect from the stainless steel ’
wire rope. HORIZONTAL
. LIFELINE
* 316 grade stainless steel.
* Long lasting. AR B'].OO LL‘ZOO
INTERMEDIATE ANCHORAGE LIFELINE DEFENCE
Standard: EN 795 C
BRACKET * 7 x 19, 316 grade stainless steel.
e Installed every 10 mt. * Easy installation.
* 316 grade stainless steel. * Long lasting.

* Easy installation.

. Standard: EN 795 C
* Long lasting.

Standard: EN 795 C
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HARNESSES

LANYARDS AND
SHOCK ABSORBERS

CARABINERS

PULLEYS

ANCHORAGES

ASCENDERS

DESCENDERS

MHL SERIES HELMETS

* If there is no permanent Lifeline system on the roof then mobile Lifeline system may be installed for safe work to be performed. MOBILE FALL
¢ Can be adjusted in between 1 mt to 20 mt. ARRESTERS
* This system must be installed by competent person who has the necessary technical skills and training.

. RETRACTABLE
Standard: EN 795 C FALL ARRESTERS

Types:

RESCUE DEVICES
MHL-10 Mobile horizontal Llifeline (10 mt)

MHL-20 Mobile horizontal Lifeline (20 mt)

TRIPOD AND

Note: We strongly recommend using F-7 anchorage sling (2 times the length of the profile) and K-14 / 3A carabiner for easy CANTILEVER ARMS

installation of the system.

STRETCHERS

ROPES

VERTICAL LIFELINE

DEFENCE

K-14/3A F-7
CARABINER ANCHORAGE SLING






HELICOPTER SAFETY NET

HARNESSES
LANYARDS AND
pr— —— SHOCK ABSORBERS
111 L L o
|\ AN . -1 =
I - . - - - ANCHORAGES
! - . . . - - ASCENDERS
{ - . - - |I DESCENDERS
I .- -. -. - o
MOBILE FALL
ARRESTERS
=T © — [Re— — — —
RETRACTABLE
FALL ARRESTERS
H SN 3 0 RESCUE DEVICES
HELICOPTER SAFETY NET
* Special grey color that complies with military ships. giﬁﬁm};g ARMS
* Specifically designed for navy and offshore helicopter landing deck in order to avoid any interference with helicopter operations
and to prevent personnel falling overboard.
. . . STRETCHERS
* Made of high tenacity webbing.
» Webbing is self-eyed, manufactured without stitching.
» Comes with same color of edge rope. ROPES

Standard: NATO & National Military Spec

VERTICAL LIFELINE

HORIZONTAL
LIFELINE

DEFENCE
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rOCK® SAFETY HARNESSES

KEY FEATURES OF P-453 SERIES HARNESS r‘ Padded and
ergonomic shoulder

straps to reduce
chafing

4

[ |
! TT-45 Adjustable
stainless buckles
3 i H.
o,

Stainless D-Rings

) - [ | Ll o  Reinforced waistbelt
| [ and leg support
\ - . LS

\\

>

Bonded type sewing
thread
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FALL ARREST AND WORK POSITIONING HARNESSES

P-453Y

FALL ARREST AND WORK POSITIONING

HARNESS

¢ Full Body Harness Should be Used as a Component in
Personal Fall Arrest, Restraint and Work Positioning.

* Single D-Ring on the back for Fast, Easy and Safe
Connection to the Other Elements of a Personal Fall Arrest
System (Back) EN 361.

* 2 pieces of Stainless Steel waist D-Rings for Work Positioning.

* 1 piece of D-rings in Abdominal Area for Working in
Suspension.

* Maximum comfort Ergonomic Back, Waist, Leg and
Shoulder Pads.

* UV Resistant High Strength Bonded Type Yarns and
Contrastive Color Sewing for Quick Eye Control.

* 2 pieces of Gear Loops.

Weight  :2.006 gr
Size :S/M, L/XL, XXL
Standards: ANSI Z359.1 - 3, EN 361, EN 358, EN 813

P-3
FALL ARREST AND WORK POSITIONING
HARNESS

* Full Body Harness Should be Used as a Component in
Personal Fall Arrest, Restraint and Work Positioning.

« Back D-Rings for Fast, Easy and Safe Connection
to the Other Elements of a Personal Fall Arrest System
(Backé& Chest) EN 361.

* 2 pieces of Stainless Steel waist D-Ring for Work Positioning.

* Ergonomic Waist Support.

* UV Resistant High Strength Bonded Type Yarns and
Contrastive Color Sewing for Quick Eye Control.

* 2 pieces of Gear Loops.

Weight  :1.600 gr
Size :S/M, L/XL, XXL
Standards: ANSI Z359.1 - 3, EN 361, EN 358

LANYARD AND
SHOCK ABSORBERS

RETRACTABLE
FALL ARRESTERS
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FALL ARREST AND WORK POSITIONING HARNESSES

P-453 C
FALL ARREST AND WORK
POSITIONING HARNESSES

* Full Body Harness Should be Used as a
Component in Personal Fall Arrest,
Restraint and Work Positioning.

* Back D-Ring for Fast, Easy and Safe
Connection to the Other Elements of a
Personal Fall Arrest System (Back& Chest)
EN 361.

« 2 pieces of Stainless Steel waist D-Ring for
Work Positioning.

* Ergonomic Waist Support.

« Stainless QB-45 Quick Release Buckles for
fast connection and release.

* UV Resistant High Strength Bonded Type
Yarns and Contrastive Color Sewing for
Quick Eye Control.

* 2 pieces of Gear Loops.
Weight :1249gr

Size :S/M, L/XL, XXL
Standards: ANSI Z359.1 - 3, EN 361, EN 358

KAYASAFETYUSA.COM

B-2
FALL ARREST HARNESS

« Safe use for Personal Fall Arrest.

* Single D-Ring on the back for Fast, Easy
and Safe Connection to the Other Elements
of a Personal Fall Arrest System (Back)
EN 361.

* Different color webbings to allow the
harness to be put on easily.

* High strength 45mm Polyester webbings.

* Stainless Steel D- Rings.

* Adjustable Stainless QB-45 Quick Release
Buckles for fast connection and release.

* UV Resistant High Strength Bonded Type
Yarns and Contrastive Color Sewing for
Quick Eye Control.

Weight :1.100 gr
Size :S/M, L/XL
Standard: ANSI Z359.1, EN 361

P-1C

FALL ARREST HARNESS

« Safe use for Personal Fall Arrest.

* Single D-Ring on the back for Fast, Easy
and Safe Connection to the Other Elements
of a Personal Fall Arrest System (Back)
EN 361.

* High strength 45mm Polyester webbings.
* Adjustable Buckles.

* UV Resistant High Strength Bonded Type
Yarns and Contrastive Color Sewing for
Quick Eye Control.

Weight :742gr
Size :S/M, L/XL
Standard: ANSI Z359.1, EN 361



LANYARD

<~ ﬁ HARNESSES
[’ i »
b
W f
e -

gl LANYARD AND
iy SHOCK ABSORBERS

RAWL-2
DOUBLE — LEG SHOCK ABSORBING
WEBBING LANYARD

* Twin-leg model allows user to keep one
leg attached to the anchorage while the
other leg is always ready to be hooked to
the next anchorage.

* Made of highly resistant 45mm polyester
webbing.

* Built-in energy absorber limits the fall
arrest force in a fall situation by tearing
specific seams.

¢ Clear PVC case to protect the energy
absorber.

« Stitched in professional CNC machines by
bonded type UV and dust resistant high
tenacity yarn.

RETRACTABLE
FALL ARRESTERS

Length :1,2-&2mt

Standard : ANSI Z359.13-2009, EN 355,
EN 354, EN 362, EN 12275

Weight  :1502 gr (1,8 mt)
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RETRAC 2,5

RETRACTABLE WEBBING
FALL ARRESTER

* Can also be used as shock absorbing
webbing lanyard.

* Locks automatically to prevent a fall.
Length :25mt

Weight :1,15 kg
Standard: ANSI Z359.13-2009, EN 360

KAYASAFETYUSA.COM

RETRAC 2X2

TWIN RETRACTABLE WEBBING
FALL ARRESTER

* Can also be used as double leg lanyard.
* Locks automatically to prevent a fall.

* Comes with a 20mm highly resistant
polyester webbing.

* Retractable webbing system.

» Comes with 2 pcs of Large size and wide
gate opening scaffold hook to facilitate on
large metallic structures.

* High strength PE housing.

Length :2mt
Weight :1,70 kg
Standard: ANSI Z359.13-2009, EN 360

RETRAC PS-3,5

RETRACTABLE FALL ARRESTER

* Locks automatically to prevent a fall.

* Anchorage eye with swivel action prevents
undue twist of rope while working or on
the event of a fall.

* High strength PE housing.

Length :35mt
Weight :1,53 kg
Standard: ANSI Z359.13-2009, EN 360



RETRACTABLE FALL ARRESTERS

HARNESSES
N
‘
é u LANYARD AND
d SHOCK ABSORBERS
RETRACPS-6 RETRAC PS-12 RETRAC PS-18 RETRAC PS-25 RETRAC PS-30
RETRAC PS SERIES
RETRACTABLE FALL ARRESTERS
* Gives greater working distances from the anchorage point.
* Incorporates self-locking function and automatic tensioning system.
* Retractable wire rope system.
* High strength PE housing.
* Anchorage eye with swivel action prevents undue twist of rope while working or on the event of a fall.
Standard: ANSI Z359.13-2009, EN 360
RETRACTABLE
RETRAC PS-6 RETRAC PS-12 RETRAC PS-18 RETRAC PS-25 RETRAC PS-30
Length: 6 mt Length: 12 mt Length: 18 mt Length: 25 mt Length: 30 mt
Weight: 4,05 kg Weight: 6,1 kg Weight: 6,8 kg Weight: 12,5 kg Weight: 12,8 kg
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SAFETY

RAVATRAINING RAYVACONSULTING

KAYA TRAINING and CONSULTING provides internal trainings primarily
for Working at Height, Rescue Training for Specific Working Area,
General OHS, OHS in the Electrical Works, PPE Inspection, Scaffold
Inspection, Scaffolding Disassembly and Assembly. KAYA TRAINING and
CONSULTING is also a partner of many internationally recognized
organizations in Turkey such as I0SH, NSC, IRATA and apart from this
company is able to provide their trainings with its own trainers.

WORK AT HEIGHT TRAINING (SPECIFIC BRANCH OF INDUSTRY)
* Telecomunications industry

* Wind turbine Industry work and rescue at height training
* Construction field

* Energy sector

» Work at height training at factory and production plants
* Rope access

RESCUE TRAINING FOR SPECIFIC WORKING AREAS

* Technical rescue at height

* Confined spaces

* Emergency event escape training

* Search and rescue

SCAFFOLDING TRAINING

* Scaffolding inspection training

* Scaffolding installation and dismantling training

82 | KAYASAFETYUSA.COM

OCCUPATIONAL HEALTH & SAFETY TRAINING

* General Occupational Health and Safety Training
* Occupational Health and Safety Training for Electric Plants
* Life Lines Installation Training

* PPE Inspection

« Fire Safety Training

* Basic First Aid Training

« Confined Space Safe Working

* Emergency Escape Systems

SAFE DRIVING TRAININGS

* Basic Training for Safe Driving

« Traffic Hazards ldentification

* Off-Road 4x4

ADVICES FOR SECTOR BASED PPE AND TECHNICAL EQUIPMENT
* Energy & wind turbine training

« Construction

 Telecommunication

* Factory and production plants

* Rope access

* Roof and facade cleaning

¢ Closed areas

* Rescue and Evacuation
10SH TRAININGS (INSTITUTION OF OCCUPATIONAL SAFETY AND HEALTH)

* |0SH Managing Safely

* |I0SH Working Safely

NSC TRAININGS (NATIONAL SAFETY COUNCIL)
* Incident Investigation-Root Cause Analysis

« Safety Inspection

* Certificate in OSHA Compliance

* Ergonomics

* Fundamentals of Industrial Hygiene

¢ Principles of Occupational Safety and Health
« Safety Management Techniques

« Safety Management Leadership

» Safety Training Methods

* Supervisors Safety Development Program

* Team Safety

IRATA TRAININGS (INDUSTRIAL ROPE ACCESS TRADE ASSOCIATION)
* Rope Access Technician Level 1

* Rope Access Technician Level 2

* Rope Access Technician Level 3

CONTACT KAYA TRAINING
E-MAIL: info@kayatraining.com
www.kayaegitim.com
www.kayatraining.com.tr

TEL :+90 262 677 19 15 pbx
FAX :+90 262 677 19 18



KAYA TRAINING
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Work at height training (Sector based): Programme content and
duration will be determined by representatives from the relevant
sector and training experts taking into consideration the requirements
of the particular sector. Duration of this course is minimum one day.

Working at height training: The purpose of this program is to provide
basic information to employees working on heights. Duration of this
course is three days. (advance & expert training is also provided)

Working at height training at wind turbines : The purpose of this
program is to provide basic information to employees working at wind
turbine industry. Duration of this course is three days.

Rescue training at wind turbines: Content of this course provides,
information on how to take action in the event of danger during
working on wind turbines. Duration of this course is two days.

Rescue and Working at height training at wind turbines: The purpose
of this program is to provide information to employees working at
wind turbine industry. Duration of this course is three days.

Rescue training for specific working areas: The purpose of this course
is to train participants to learn the rescue methods in the event of an
incident. Duration of this course is two days.

Scaffolding Training: This trainin is recommended for anyone who
isntall, demount or works on scaffolding. Duration of the course is two
days.

Basic occupational health & safety training: Programme contents
basic information for occupational health and Safety for variation of
fields. Duration of the course is one day.

Occupational health & safety training for electric plants: Programme
provides information on protecting employees against the potential
risks of electric currents. Duration of the course is one day.

Occupational health & safety training in RF plants: Programme
provides participants basic information and precautions against the
effects of electromagnetic waves on those who work in related plants.
Duration of the course is one day.

Basic first aid training: Course teaches participants about the basic
principles about the first aid. Duration of the course is two days.

General fire & Safety training : Course designed for all employees, to
impart theorical and practical knowledge about fire Safety for all
necessary events. Duration of the course is one day.

Specific working at height training: Programme contents external
rope Access training. Duration of the course is six days.

Special HSE training programs and training packages: This training is
specifically designed to meet the needs and requirements of individual
clients. Training includes a range of approaches and can be tailored
for all levels of staff and Workgroups. Duration of course is depending
on the chosen package.

Safe driving techniques training: Anyone who has driving liense and
dirves in traffic can benefit from this training programme. Duration of
this course is one day.

Collective protection systems training: Training for installation of
collective protection systems. Duration of this course is one day.

Emergency escape systems training: Duration of this course is one
day.

Working at height equiment maintenance and control training:
Duration of this course is one day.

Note: Our consulting services help you prioritize issues and create
comprehensive fall protection programs at our site or yours.
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QUALITY TESTING

KAYA Test Laboratory
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KAYA products are tested and certificated in CE 0123 TUV SUD PRODUCT SERVICE GmbH laboratoires. KAYA has CE quality assurance system certificate
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CERTIFICATES AND STANDARDS

AMERICAN NATIONAL STANDARDS INSTITUTE (ANSI)

ANSI Z89.1 American National Standard for industrial head protection

Class C Classic

Class E Electric

ANSI Z359.1 Safety requirements for personal fall arrest systems, sub systems and components
ANSI Z359.3 Safety Requirements for Positioning and Travel Restraint Systems
ANSI Z359.12 Connecting Components for Personal Fall Arrest Systems

ANSI Z359.13 Personal Energy Absorbers and Energy Absorbing Lanyards
ANSI Z359.14 Safety Requirements for Self-Retracting Devices for Personal Fall Arrest and Rescue Systems
LIST OF EUROPEAN STANDARTS FOR FALL PROTECTION

EN 363 Personal fall protection equipment

EN 361 Personal protective equipment against falls from a height

EN 358 Personal protective equipment for work positioning

EN 813 Personal fall protection equipment - Sit harnesses

EN 12277 Mountaineering equipment - Harnesses —

EN 355 Energy absorbers

EN 354 Lanyards

EN 362 Connectors

EN 12278 Pulleys

EN 795/B Anchor devices

EN 567 Mountaineering equipment- Rope clamps

EN 12841 Rope access systems

EN 341 Descender devices for rescue

EN 397 Industrial safety helmets

EN 12492 Helmets for mountaineers

EN 353-2 Guided type fall arresters including a flexible anchor line

EN 360 Retractable type fall arresters

EN 1496 Rescue equipment- Rescue Lifting devices

EN 566 Mountaineering equipment — Slings

EN 12841 Rope access systems

EN 892 Dynamic mountaineering ropes

EN 1891 Low Stretch Kernmantel Ropes

EN 564 Accessory cord

EN 1263 Safety nets

EN 353-1 Guided type fall arresters including a rigid anchor Line (vertical Lifeline)
EN 795/C Anchor devices (permanent horizontal lifeline)

PROTECTIVE GLOVES

EN 388 Protective gloves against mechanical risks

EN 407 Protective gloves against thermal risks (heat and/or fire)

EN 511 Protective gloves against cold

EN 420 Protective gloves - General requirements and test methods

EN 60903 Live working - Gloves of insulating material

HEAD PROTECTION

EN 397 Industrial safety helmets

LIFTING EQUIPMENT

EN 1492-1 Textile slings - Safety - Flat woven webbing slings for general purpose use (eye polyester sling)
EN 1492-2 Textile slings - Safety (endless sling)

CANADIAN STANDARDS ASSOCIATION (CSA)

7259.10 Full body harness

e

UIAA

o Ly
Germanischer Lloyd

Crave
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